To 


RESPONSIBLE FOR DAMAGE CAUSED BY IMPROPER ASSEMBLY..... 


Reorder or Wholesale U . “6 : : 


Ziggy Enterprise 
P.O. Box I62T 
Kissimmee, Fla. 327hI 










I. How much wind does it take to fly a U.F.0.? 
Answer; It takes to 6 miles per hour winds to la And may be fl.own 
in winds up to 20 miles per hour. 7 

2. What kind of line do you use to fly the kite? 

, Answers: Use a 10 to 12 pound test clear monofilime line. 

3- How do you assemble the U.F.0.? 
Answer: There are two parts to the kite. The round circle is called the 
stabilizer. The flat piece with the wooden rod is the wing. Bend the wing 
gently and work it through the "S" slot an inch at a time until the 
centering tabs are matched with the "S" slot in the stabilizer. 

It is important that you bend the wing slightly, and gently as you mold 
it to fit into the "S" slot. This then makes an air-foil in the wing 
which is necessary for good flying. NEVER JUST SHOVE THE WING STRAIGHT 
THROUGH THE "S" SLOT! If you notice that the foam is being torn, STOP!! 
You are not bending the wing properly or assembling correctly. 
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4. How do you put on the line? : 
Answ rz: Remove the plastic bearings from the wing. Cut off a piece of line 
about lo feet long. Attach one end to one bearing and the other end to 
the other bearing. Holding both bearings in one hand, straighten the line 
and tie a loop in the end. This wil form a "vy" bridle, and your mooring 

_ line can be tied to the loop. 

5. UUmreel a few feet of line. With your back to the wind, give your U.F.0O. 
a tug to lift it off the ground. The wind will then catch it and take 
it up as high as you wish it to go. | 
If the U.F.0. is ever accidently cracked, repair 1t with ELMER'S GLUE. 
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